
Descrizione del Prodotto

Il sensore fotoelettrico miniaturizzato SICK 1132089 è progettato per applicazioni
industriali che richiedono un rilevamento preciso e affidabile.
([digikey.it](https://www.digikey.it/it/products/detail/sick-inc/1132089/22680317?utm_sourc
e=openai))

Metodo di Rilevamento

Prossimità con soppressione dello sfondo.
([shop.kendallelectric.com](https://shop.kendallelectric.com/buy/product/1132089-sick-wtf4
sd-22162220a0032zzzzzzzzz1/4930936?utm_source=openai))

Distanza di Rilevamento

0 mm ~ 130 mm.
([shop.kendallelectric.com](https://shop.kendallelectric.com/buy/product/1132089-sick-wtf4
sd-22162220a0032zzzzzzzzz1/4930936?utm_source=openai))

Tensione di Alimentazione

10 V ~ 30 V.
([digikey.it](https://www.digikey.it/it/products/detail/sick-inc/1132089/22680317?utm_sourc
e=openai))

Tempo di Risposta

650 µs.
([digikey.it](https://www.digikey.it/it/products/detail/sick-inc/1132089/22680317?utm_sourc
e=openai))

Configurazione Uscita

Push-Pull, NPN/PNP – Dark-ON/Light-ON.
([digikey.it](https://www.digikey.it/it/products/detail/sick-inc/1132089/22680317?utm_sourc
e=openai))

Sorgente Luminosa

LED rosso (635 nm).



([digikey.it](https://www.digikey.it/it/products/detail/sick-inc/1132089/22680317?utm_sourc
e=openai))

Metodo di Connessione

Connettore maschio M8 a 4 pin.
([shop.kendallelectric.com](https://shop.kendallelectric.com/buy/product/1132089-sick-wtf4
sd-22162220a0032zzzzzzzzz1/4930936?utm_source=openai))

Protezione dalle Infiltrazioni

IP66, IP67.
([digikey.it](https://www.digikey.it/it/products/detail/sick-inc/1132089/22680317?utm_sourc
e=openai))

Tipo di Regolazione

Metodo di insegnamento (Teach-Turn adjustment).
([shop.kendallelectric.com](https://shop.kendallelectric.com/buy/product/1132089-sick-wtf4
sd-22162220a0032zzzzzzzzz1/4930936?utm_source=openai))

Temperatura di Funzionamento

-40°C ~ 60°C.
([digikey.it](https://www.digikey.it/it/products/detail/sick-inc/1132089/22680317?utm_sourc
e=openai))

Materiale della Custodia

VISTAL.
([shop.kendallelectric.com](https://shop.kendallelectric.com/buy/product/1132089-sick-wtf4
sd-22162220a0032zzzzzzzzz1/4930936?utm_source=openai))

Caratteristiche Aggiuntive

Smart Sensor con Enhanced Sensing, comunicazione efficiente, diagnosi e Smart Task (Base
logics).
([shop.kendallelectric.com](https://shop.kendallelectric.com/buy/product/1132089-sick-wtf4
sd-22162220a0032zzzzzzzzz1/4930936?utm_source=openai))


