Descrizione del Prodotto

Il morsetto di terra WPE 35 di Weidmiiller e progettato per connessioni affidabili su guide
DIN TS 35. Realizzato in materiale isolante Wemid di colore verde/giallo, supporta sezioni di
cavo fino a 35 mm? e tensioni nominali fino a 800 V.

Specifiche Tecniche

Versione: Morsetto PE, collegamento a vite, verde/giallo, 35 mm?, 800 V, numero di
collegamenti: 2, numero di piani: 1, TS 35, V-0, Wemid

Numero d’ordine: 1010500000

Tipo: WPE 35

GTIN (EAN): 4008190112806

Confezione: 25 pezzi

Dimensioni

Sfalsamento TS 35: 32 mm

Normative e Certificazioni

Norme: [EC 60947-7-2

Certificazioni: CE, CSA, UR, ATEX, IECEx, UKCA
Download

Manuale Tecnico

Dati CAD (STEP)

Dati EPLAN

Dati CADENAS

Dati WSCAD


https://mdcop.weidmueller.com/mediadelivery/asset/900_35411
https://mdcop.weidmueller.com/mediadelivery/asset/900_59353
https://dataportal.eplan.com/part-details/WEI.1010500000
https://weidmueller-embedded.partcommunity.com?catalog=weidmueller_qs&part=1010500000
https://wscaduniverse.com/part-detail?manufacturerId=88&type=0&partNumber=1010500000&norm=0

Dichiarazione di Conformita CE

Certificato ATEX

Certificato IECEx

Dichiarazione di Conformita UKCA

Attestato di Conformita

Certificato CB

Certificato Lloyd’s Register

Certificato DNV
Note

Per ulteriori dettagli e documentazione tecnica, visitare il sito ufficiale di Weidmtller.


https://mdcop.weidmueller.com/mediadelivery/asset/900_37465
https://mdcop.weidmueller.com/mediadelivery/asset/900_39463
https://mdcop.weidmueller.com/mediadelivery/asset/900_39462
https://mdcop.weidmueller.com/mediadelivery/asset/900_284529
https://mdcop.weidmueller.com/mediadelivery/asset/900_37713
https://mdcop.weidmueller.com/mediadelivery/asset/900_89233
https://mdcop.weidmueller.com/mediadelivery/asset/900_153735
https://mdcop.weidmueller.com/mediadelivery/asset/900_320351

